2.2 Manual felling scarfing requirements

The feller must ensure that:

• Each tree that has a diameter of 200 mm or more at the height at which it is

proposed to be felled, must be felled by using a scarf or undercut on the side

of the tree of the direction of the intended fall, followed by a back cut.

• Each tree that has a diameter of 100 mm or more, but less than 200 mm at the

height at which it is proposed to be felled, must be felled by using either:

- a scarf or undercut on the side of the tree of the direction of the

intended fall, followed by a back cut; or

- a front cut on the side of the tree of the direction of the intended fall,

followed by a back cut.

• Each tree that has a diameter of less than 100 mm at the height at which it is

proposed to be felled, may be felled by using a single continuous cut.

• A scarf or undercut is:

- made with two cuts which meet to form a horizontal line at a depth of

1/4 to 1/3 of the diameter of the tree at felling height; and

· is sufficiently deep to allow the tree to fall freely.

• A front cut is made with a horizontal cut to a depth of 1/4 to 1/3 of the

diameter of the tree at felling height.

• A back cut is made with a horizontal cut which does not cut the hinge or

holding wood, and:

- for trees with a diameter at felling height of 200 mm or more, which is

at least 30 mm higher than the horizontal line formed by the scarf or

undercut; or

- for trees with a diameter at felling height of less than 200 mm, which

is at least 20 mm higher than the horizontal line formed by the scarf,

undercut or front cut.
